
FRONT VIEW SIDE VIEW

12" 
MAXIMUM

8-1
/8"

Ø5-3/8"

LAMPING

MH20 - 1 X 20W PAR 30 METAL HALIDE, 
MEDIUM BASE

MH39 - 1 X 39W PAR 30 METAL HALIDE, 
MEDIUM BASE

MH70 - 1 X 70W PAR 30 METAL HALIDE,
MEDIUM BASE

METAL FINISH

10 -  GRAY02 - BLACK01 - WHITE

DIE-CAST ALUMINUM
SUPPORT ARM

DIE-CAST ALUMINUM 
HOUSING

POSITION LOCKING
MECHANISM

1 X PAR 30 
METAL HALIDE 

(NOT INCLUDED)
(SEE LAMPING)

LAC LARGE
TRACK PROJECTOR

YC - R2

SPECIFICATION SHEET

PROJECT NAME: 

LAMPING:
LAC LARGE
TRACK PROJECTOR

LAST UPDATE: NOVEMBER 22, 2012

The LAC projector is available in two different sizes of 
floodlight bodies. The projector can rotate on both horizontal 
and vertical axis and has a locking device for precise aiming.

#1525-MH       -120-     
FINISHLAMPING

TYPE: QTY:

1 X PAR 30 METAL HALIDE, 
MEDIUM BASE (SEE LAMPING)

6-7/8" 4-1/8"

TRACK
(NOT INCLUDED)

TRACK ADAPTOR
W/ INTEGRAL
ELECTRONIC

BALLAST FOR(1)
PAR 30 METAL HALIDE

1-5/8"

DUE TO CONTINUOUS IMPROVEMENTS, THE INFORMATION HEREIN MAY BE CHANGED WITHOUT NOTICE.

8611 - VISOR

ACCESSORIES*
(TO BE ORDERED SEPARATELY)

 8676 - LOUVER

 8212 - GLASS LENS
00 - FROSTED

 05 - RED
06 - YELLOW    

02 - BLACK

02 - BLACK

 09 - BLUE
24 - CLEAR UV

 8766 - REFRACTOR FOR ELLIPTICAL 
               DISTRIBUTION OF LIGHT FLOW

*A MAXIMUM OF 2 ACCESSORIES CAN BE USED.

120VVOLTAGE

9320 Boul. St-Laurent, suite 100, 
Montréal (Québec)
Canada H2N 1N7
P.: 514.523.1339   F.: 514.525.6107
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