
HTEK (277V)TEK (120V)

*TABS WILL NOT ALLOW TO INSTALL A 120V 
TRACK ADAPTOR INTO A 277V TRACK HTEK.

POLARITY
GROOVE

POLARITY
RIDGE

0

A- SELECT 0-POSITION (OFF) ON THE CIRCUIT SELECTOR SWITCH.
B- TURN THE MECHANICAL LOCKING LEVER AS SHOWN TO UNLOCK THE PENDANT FROM THE TRACK.
C- PULL FIRST FROM THE MECHANICAL LOCKING LEVER END TO REMOVE THE PENDANT FROM THE TRACK.

CIRCUIT
SELECTOR
SWITCH

0 - OFF
1 - CIRCUIT 1
2 - CIRCUIT 2

1 2

0

A B C

POLARITY
GROOVE

POLARITY
RIDGE

TABS*

POLARITY
GROOVE

POLARITY
RIDGE

MECHANICAL
LOCKING LEVER

INSTALLING PENDANT ON TWO CIRCUIT TRACK (120V OR 277V)E

REMOVING PENDANT FROM TWO CIRCUIT TRACK TEK / HTEK

IMPORTANT -  READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE.
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE AND ALL APPLICABLE LOCAL CODES, BY A PERSON FAMILIAR WITH THE 
CONSTRUCTION AND OPERATION OF THE PRODUCT, AND THE HAZARDS INVOLVED. PROPER GROUNDING IS REQUIRED FOR SAFETY. USE ONLY IN DRY LOCATIONS.

FOR USE WITH TEK SERIES (120V) TRACK SYSTEM - OR HTEK SERIES (277V) TRACK SYSTEM ONLY.

A- INSERT THE PENDANT TRACK ADAPTOR WITH THE POLARITY GROOVE TOWARDS THE POLARITY RIDGE ON THE TRACK AND PUSH
 INTO THE TRACK UNTIL IT SNAPS INTO PLACE.
B- TURN THE MECHANICAL LOCKING LEVER TO LOCK THE PENDANT INTO THE TRACK.
C- SELECT THE DESIRED CIRCUIT WITH THE CIRCUIT SELECTOR SWITCH.

CIRCUIT
SELECTOR
SWITCH

0 - OFF
1 - CIRCUIT 1
2 - CIRCUIT 2

1 2

0

A B

MECHANICAL
LOCKING LEVER

C
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OPTIC HOLDER

A- UNSCREW THE OPTIC HOLDER TO ACCESS THE COMPONENTS.
B- REPLACE THE REFLECTOR OR OPTIC AND RE-INSTALL THE OPTIC HOLDER BACK IN PLACE.

REPLACING COMPONENTS

B

A

SOFT FOCUS LENS
ELLIPTIC LENS
FROSTED LENS

BLACK HEX
CELL LOUVER 1596-52

1740

1741

1743
1742

1725 1720(INCLUDED)
1598

1599

1728-52

1736

1737

N/A
1738

1727

1726

1723-52

1715

1716

N/A
1717

1722

1721

SMALL
1770

MEDIUM
1780

LARGE
1790

A + B
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REFLECTOR 40
REFLECTOR 20

REFLECTOR 50
REFLECTOR 60
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OPTIC
HOLDER

ACCESSORY
HOLDER

A C

B

LENS

A- UNSCREW THE OPTIC HOLDER.
B- PLACE ACCESSORY BETWEEN THE OPTIC HOLDER AND THE ACCESSORY HOLDER.
C- RE-INSTALL THE OPTIC HOLDER BACK IN PLACE.

ACCESSORIES

BLACK CROSS BAFFLE

BLACK SNOOT

BLACK VISOR
WALL WASHER

1730-52 1724-521694-52

1697-52

1770-52

1729-52

1731-52

1732-52

1733-52

N/A 1739-52 1734-52

SMALL
1770

MEDIUM
1780

LARGE
1790

A + B + C
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BLACK BARN DOORS
*comes with installation ring




