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B + C + DA

A- ADD BX CABLE (BY OTHERS) WITH A MINIMUM 8” OF WIRE INTO THE BOX.
B- REMOVE WING-HEAD THUMB SCREW (NO TOOLS REQUIRED) AND OPEN THE INSULATION/JUNCTION BOX.
C- MAKE ALL NECESSARY CONNECTIONS INSIDE THE BOX. USE CABLE TIES TO BUNDLE WIRES AND TUCK THEM OUT OF THE WAY.
 WIRE CONNECTOR MUST BE ACCESSIBLE THROUGH THE CUT-OUT.
D- FASTEN THE BOX WITH THE PROVIDED WING-HEAD THUMB SCREW.

IMPORTANT - READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE. 
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE AND ALL APPLICABLE LOCAL CODES, BY A PERSON FAMILIAR WITH THE 
CONSTRUCTION AND OPERATION OF THE PRODUCT, AND THE HAZARDS INVOLVED. PROPER GROUNDING IS REQUIRED FOR SAFETY.
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INSULATED CEILING HOUSING INSTALLATION
BI9521 / BI9521A

E- ENGAGE (4) HANGER BARS IN THE SLOTS AVAILABLE, CONNECT THEM TOGETHER.
F- FASTEN HANGER BARS TO CEILING STRUCTURE WITH APPROPIATE SCREWS (NOT INCLUDED).
 MAKE CUT-OUT ON CEILING AS INDICATED.

E + F

CUT OUT DIMENSION 
Ø2⅛"

(54mm)

CEILING
STRUCTURE

E

F

SCREW
(NOT INCLUDED)

HANGER BARS



FIXTURE INSTALLATION

G- CONNECT WIRE CONNECTOR TO LIGHTING MODULE CONNECTOR.
H- INTRODUCE LED DRIVER HOUSING THROUGH CEILING CUT-OUT.

ORDERING INFO

30 - Narrow flood

40 - Flood

01 - White

51 - Natural 
 matte anodized
52 - Black 
 matte anodized

9521 - Housing9521 - Housing
9521A - chicago plenum9521A - chicago plenum

UNV - 120-277V

- - - -
FINISHLEDMODEL VOLTAGEOPTIC

MODEL

827 - 2700K, 80CRI
830 - 3000K, 80CRI

930 - 3000K, 90CRI
835 - 3500K, 80CRI
840 - 4000K, 80CRI

LED VOLTAGEOPTIC FINISH

G + H

WIRE CONNECTOR

LIGHTING MODULE
CONNECTOR

CUT-OUT

LIGHTING MODULE SIDE VIEW
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I- ONCE THE LED DRIVER HOUSING IS IN THE CEILING, BEND THE SPRING CLIP UP COMPLETELY AND INTRODUCE LIGHTING MODULE.

FINAL POSITION




