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A- FASTEN HANGER BARS TO CEILING STRUCTURE WITH APPROPRIATE SCREWS (NOT INCLUDED). MAKE CUT-OUT ON CEILING AS
 INDICATED.
B- INSERT BX CONNECTOR INTO BX CABLE TWISTING UNTIL IT CLIPS. IMPORTANT: LEAVE AT LEAST 18"(457mm) OF LOOSE BX CABLE
 OUTSIDE CEILING AND MAKE SURE THE BX CABLE CAN MOVE FREELY IN AND OUT OF CEILING.
C- WITH A PHILIPS SCREWDRIVER, UNSCREW AND REMOVE THE COVER FROM CONNECTION HOUSING.
D- CLIP IN BX CABLE AND MAKE ALL NECESSARY CONNECTIONS USING TWIST CONNECTORS (BY OTHERS).

OPEN CEILING FRAME INSTALLATION
PFR-1011-KIT

FE

IMPORTANT - READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE. 
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE AND ALL APPLICABLE LOCAL CODES, BY A PERSON FAMILIAR WITH THE 
CONSTRUCTION AND OPERATION OF THE PRODUCT, AND THE HAZARDS INVOLVED. PROPER GROUNDING IS REQUIRED FOR SAFETY.

A + B

USE 3/8"(10mm) BX CABLE

THIS PRODUCT IS DESIGNED TO FIT INTO CEILING WITH
MINIMUM 5⅝"(142mm) AVAILABLE HEIGHT. MAKE SURE THERE
IS SUFFICIENT SPACE BEFORE STARTING INSTALLATION.
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E- ONCE WIRING IS DONE, MOUNT THE COVER ONTO CONNECTION HOUSING AVOIDING PINCHING ANY CONDUCTOR.
F- INTRODUCE FIXTURE ASSEMBLY THROUGH PREVIOUSLY MADE CUT-OUT, CONNECTION HOUSING GOES FIRST.
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30 - Narrow flood

40 - Flood

01 - White

51 - Natural 
 matte anodized
52 - Black 
 matte anodized

UNV - 120-277V

- - - -
FINISHLEDMODEL VOLTAGEOPTIC

9501 - Open ceiling
 frame

MODEL

827 - 2700K, 80CRI
830 - 3000K, 80CRI

930 - 3000K, 90CRI
835 - 3500K, 80CRI
840 - 4000K, 80CRI

LED VOLTAGEOPTIC FINISH
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H- ONCE THE CONNECTION HOUSING IS IN THE CEILING, BEND UP SPRING CLIP COMPLETELY AND INTRODUCE LIGHTING MODULE. 
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MIN. 5⅝"
(142mm)




