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IMPORTANT - READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE.
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE AND ALL APPLICABLE LOCAL CODES, BY A PERSON FAMILIAR WITH THE
CONSTRUCTION AND OPERATION OF THE PRODUCT, AND THE HAZARDS INVOLVED. PROPER GROUNDING IS REQUIRED FOR SAFETY.

INSTALLING PROJECTOR ON ONE CIRCUIT TRACK T-SERIES, CEILLING ONLY (1620J)
FOR USE WITH T-SERIES TRACK SYSTEM ONLY

A- INSERT THE TRACK ADAPTOR ON THE TRACK RESPECTING THE SAME DIRECTION AS SHOWN IN “A”.

B- LOCATE THE GROUND CIRCUIT OF THE TRACK. PUSH THE PROJECTOR INTO TRACK AND ROTATE THE TRACK ADAPTOR A QUARTER
CLOCKWISE IN ORDER TO MAKE CONTACT WITH THE GROUND CONTACT OF THE TRACK ADAPTOR.
SPRING CLIP HAVE TO BE IN THE TRACK SLOT FOR FINAL POSITION.
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REMOVING PROJECTOR FROM T-SERIES TRACK (1620J)

A- TO REMOVE THE PROJECTOR FROM THE TRACK, PULL THE SPRING CLIP UNTIL THE CLIP IS OUTSIDE THE TRACK SLOT
B- WHILE PULLING THE TRACK ADAPTOR, ROTATE A QUARTER TURN IN ANY DIRECTION AND PULL THE PROJECTOR TO REMOVE IT
FROM THE TRACK.

SPRING CLIP
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PAN ANGLE POSITION FOR TRACK T-SERIES (1620J)

o
VIR

A- ADJUST THE DESIRED PAN POSITION.
(MAXIMUM OF 330° AXIAL ROTATION)

TILT ANGLE POSITION

TILT ADJUSTMENT LOCKING
THUMB SCREW

A- ADJUST THE DESIRED POSITION AND LOCK WITH THE
LOCKING THUMB SCREW. YOU CAN USE A SLOT SCREW
DRIVER FOR AN EVEN BETTER TIGHT ADJUSTMENT.
(MAXIMUM OF 270° AXIAL ROTATION)
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ACCESSORIES (MAXIMUM OF TWO ACCESSORIES IN COMBINATION, REFLECTORS DO NOT COUNT AS ACCESSORY)

A- UNSCREW THE TWO ALLEN KEY SCREWS TO REMOVE THE OPTIC HOLDER.
B- INSERT THE LENS OR THE LOUVER IN THE O-RING.
C- INSERT AND RE-INSTALL THE OPTIC HOLDER BACK IN PLACE.

@ 1701A - FROSTED LENS (WITH O-RING)

% 1702A - ELLIPTIC LENS (WITH O-RING)

@ 1703A - SOFT FOCUS LENS (WITH O-RING)

1704A-52 - BLACK HEX CELL
LOUVER (WITH O-RING)

OPTIC HOLDER

ALLEN KEY SCREW

A- UNSCREW THE TWO ALLEN KEY SCREWS TO REMOVE THE OPTIC HOLDER.
B- REPLACE THE REFLECTOR OR INSERT ACCESSORY AND RE-INSTALL THE OPTICAL HOLDER BACK IN PLACE.

1710 - BRIDGELUX REFLECTOR (20°)
1711 - BRIDGELUX REFLECTOR (30°)
1712 - BRIDGELUX REFLECTOR (40°)

7///[7)7] @ 1695A-52- BLACK CROSS BAFFLE

@ 1705A-52- BLACK SNOOT
@ 1706A-52- BLACK VISOR

ALLEN KEY SCREW
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ORDERING INFO FOR 1620 TRACK T-SERIES (ONLY 120V )
1620J- - - - -
MODEL [OUTPUT [LED [OPTIC |VOLTAGE [FinisH
OUTPUT LED OPTIC VOLTAGE FINISH
BO - Base output 927 - 2700K, 90CRI 20 -22° |120 - 120V Track T-SERIES | 01 - White
HO - High output 027 - 2700K, 97CRI 30 -26° 10 - Gray
830 - 3000K, 80CRI 40 - 42° 52 - Black matte anodized
930 - 3000K, 90CRI
030 - 3000K, 97CRI
835 - 3500K, 80CRI
935 - 3500K, 90CRI
840 - 4000K, 80CRI

INS-409

LAST UPDATE: July 26, 2018 PP - R2

SISTEMALUX

9320 Boul. St-Laurent, suite 100, Montréal (Québec) Canada H2N 1N7
P.:514.523.1339 F.: 514.525.6107 www.sistemalux.com



