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MODEL : V68 - IC/CP
IMPORTANT - READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE.

THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE AND ALL APPLICABLE LOCAL CODES, BY A PERSON FAMILIAR WITH THE
CONSTRUCTION AND OPERATION OF THE PRODUCT, AND THE HAZARDS INVOLVED. PROPER GROUNDING IS REQUIRED FOR SAFETY.

NEW CONSTRUCTION WITH HOUSING INSTALLATION (IC/CP)
INTEGRAL DRIVER (120 / 277V)

DIMMING TRIAC/ELV - 0-10V

A- ENGAGE (4) HANGER BARS IN THE SLOTS AVAILABLE, CONNECT THEM TOGETHER.

B- FASTEN HANGER BARS TO CEILING STRUCTURE WITH APPROPRIATE SCREWS (NOT INCLUDED). MOUNTING FRAME MUST BE FLUSH
WITH CEILING STRUCTURE.

C- ADD BX CABLE (BY OTHERS) WITH A MINIMUM 8" OF WIRE INTO THE BOX.

D- REMOVE WING-HEAD THUMB SCREW (NO TOOLS REQUIRED) AND OPEN THE INSULATION/JUNCTION BOX.

E- MAKE ALL NECESSARY CONNECTIONS INSIDE THE BOX (SEE WIRING DIAGRAM). USE CABLE TIES TO BUNDLE WIRES AND TUCK THEM
OUT OF THE WAY. WIRE CONNECTOR MUST BE ACCESSIBLE THROUGH THE CUT-OUT.
* DAISY CHAIN CONNECTIONS NOT POSSIBLE FOR 0-10V DIMMING.

F- FASTEN THE BOX WITH THE PROVIDED WING-HEAD THUMB SCREW.

G- INSTALL DRYWALL AND MAKE CUT-OUT ON CEILING AS INDICATED.

[A+B] [€]

SCREW
(NOT INCLUDED)

INSULATION / JUNCTION BOX

CEILING
STRUCTURE

BX CABLE
(BY OTHERS)

HANGER BARS

WIRING DIAGRAM

0-10V BX CABLE ENTRY
DIMMING (LTE) DIMMING 0-10V

@ @ TRIAC/ELV (120V ONLY) 120-277V
LIVE LIVE DIM +
_ (black) | (Bl (urple)
WING-HEAD THUMB 1
. GROUND - { GrOUND|| |1} [T °
(green) | NEUTRAL (green) | DIM -

SCREW NEUTRAL
FIXTURE CABLES FIXTURE CABLES

(white)

*Junction box for reference only
WIRE CONNECTOR

[c]
ITEM CUT-OUT DIMENSIONS
(AxB)
BI-V68-IC/CP @2%4" (368mm)

™

" ;

IR

! ‘l’ 1

Yoa i)

INS-604 LAST UPDATE: December 05, 2018 JP - RO

9320 Boul. St-Laurent, suite 100, Montréal (Québec) Canada H2N 1N7
P.:514.523.1339 F.:514.525.6107 www.sistemalux.com





