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Light column for urban lighting. Elegant minimal design blends in
modern architectural environment.

11.5 Ft (3500 mm) height with 360 ° light distribution ideal for
pedestrian area and area lighting.

Luminaire characteristic:

Power input: 56 W
Lumens: 3580Im to 4010Im (for 3000K, 90CRI)
Luminaire efficacy: Up to 72Im/W

Source: White LED (LM-80 tested),
3000K: 90CRI,
4000K: 90CRI.

Lumen maintenance: 70% of initial lumens at 100 000 hours (L70)(LM-79)

Optic: Accent light

Material: Body: Die-cast and extruded aluminum
Reflector: 99.98% pure anodized aluminum
Diffuser: Clear polycarbonate
Hardware: Stainless steel screws and silicone
gaskets

Mounting: Install with flange accessory.

Electrical: Integral high efficiency dimmable LED driver,
rated 50 000 hours, 120-277V.

Dimming: Down to 15%, 0-10V (120-277V).

Finish: Aluminum gray painted finish, following a double
powder paint in 3 step process: surface treatment
containing ceramic nano particles (Bonderite).
Epoxy primer paint. Polyester powder paint with
high resistance against UV rays and harsh weather
conditions.

Weight: 62.41b (28.3kg)

EPA: 1.13ft2 (12.16m?)

Warranty: 5 year limited warranty.

Ratings: IP65, IK10

Certification:
[H us

cULus listed for wet location.
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PHOTOMETRIC DATA
Photometric performance is measured at an accredited independant laboratory in accordance with IESNA LM-79.
Visit sistemalux.com for complete photometric data.
CCT CRI LOAD OPTIC LUMENS EFFICACY MAX CANDELA B.U.G MODELS
(K) (W) (Im) (Im/w) (cd)
3000K 3580 63 1590 S4120W
90 56W Accent light B2 -U3-G1
4000K 4010 7 1780 S4120N

*USE MULTIPLIER TABLE FOR OTHER CCT AND CRI OUTPUT DATA

Accent light (3000K, 90CRI)
CDO 90°
300
600 70°
900
1200 50°
1500
1800

30°
10°
m-0°H
m-90°H

Grid scale 1:11ft
Mounting height 11t

M5 0.5fc
M 2fc W 025fc
M 1fc
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MOUNTING ACCESSORIES
(TO BE ORDERED SEPARATELY)

[ ] 4129 - Flange with stainless steel screws
@ 7%" (195mm) x h 31%%" (800mm)
(To be installed in concrete)

ORDERING INFO

-UNV-14

FIXTURE

MODEL

[ ] $4120W - 3000 [ ] S4120N - 4000K

VOLTAGE

B UNV - 120-277v

FINISH

B 14 - Aluminum gray

DIMMING

[ ] D10 - 0-10V (down to 15%)
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